








W I R I N G  G U I D E  -  V - S T I C K  S 2

DATA EXTENDER/FIBER RECEIVER
(OPTION FOR LONGER RANGES)

MEDIA SERVER

UP TO 8 X SFP OUTPUTS
(SEE NANO SPECS 
FOR FULL DETAILS)

BACKFRONT

NANO
VIDEO PROCESSOR

SACO
V-BRAIN 1600

TYPICAL DAISY-CHAIN
V-BRAIN 1600 (DATA)

LEAD CABLES*

INDOOROUTDOOR

HDMI

CAT6

MULTI-MODE OPTIC FIBRE

FIXTURE CABLE

Theoretical Max CAT6 or better instead. Cable length is 328ft (100m) in ideal installation conditions, for video data speeds.

*Max lead cable length to V-Brain is 212ft (65m) for chains up to 15ft (4.8m). Fixture chains up to 20ft (6.4m) possible for lead cables up to 164ft (50m).

Multi-mode duplex optic fibre for fast reliable transfer over long distances.

POWER

CHAINS*

JUMPER CABLES

END BL OCK

END OF CHAIN

STARTER CABLES
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subject to change without notice. Information furnished by SACO is believed to be accurate and reliable. However, no 
responsibility or liability by SACO for its use, nor for infringement of patents or other rights of third parties which may 
result from its use. No license is granted by implication or otherwise under any patent or other rights by SACO.


